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Salle Jean-Grimaldi óA special venue for special eventsô 
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SALLE  JEAN-GRIMALDI  

1111 Lapierre, LaSalle 
 

The Société de la salle Jean-Grimaldi  manages and oversees operations of Salle 

Jean-Grimaldi in cooperation with its partners, the Borough of LaSalle and André-

Laurendeau Cegep. Equipped with state-of-the-art lighting, projection and sound 

equipment, Salle Jean-Grimaldi attracts some 60,000 spectators every season for 

events ranging from professional stage performances to promotional events. 

  

Whether you are organizing a corporate event, a general assembly, a talent show, a 

gala or a conference. 

 
 
 
 

We provide: 
 

A large-scale hall designed to accommodate spectators and clients with comfort and 

ease 

 

888 comfortable seats offering optimal stage views at every vantage point stage and a 

341-half-hall configuration 

 

State-of-the art projection and sound technology 

 

Professional technical support  
 

Courteous service 
 

Bar, ticket office and coat check. 

 

 

Information:    
Ressources matérielles du Cégep André-Laurendeau 

Phone: 514-364-3320, ext. 125  
E-mail:  info@sallejeangrimaldi.com 
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TECHNICAL SPECIFICATIONS  
 

 

NAME :  SALLE JEAN-GRIMALDI  

 
WEBSITE:  www.sallejeangrimaldi.com 

 
ADMINISTRATOR:  SOCIÉTÉ DE LA SALLE JEAN-GRIMALDI 

 
ADDRESS: Cégep André-Laurendeau  

1111 Lapierre St. 

LaSalle Quebec H8N 2J4 

 
PHONE: 514-364-3320, ext. 125  
FAX:  514-364-7130  
E-MAIL:  info@sallejeangrimaldi.com 

 

 

CAPACITY:  

888 SEATS (8 removable seats allowing for consoles 

set-up in hall) 

 

 Therefore using seats :1-3-5-7 et 2-4-6-8 in row  F  

 Or a private 341-seat venue   

ACTIVITIES :  Theatre Film    

 

 Concerts Dance     

 

Variety 

shows Conferences    

 

 HALL ACCESS:  - Entrance and coat check on second floor 

 

 - Washrooms closeby     

 - Easy access for the physically challenged  

HALL DIMENSIONS:  Front of hall width: 80' (24.3 M) 

 

 Back of hall width: 93' (28.3 M)  

 Front of  hall height: 23' ( 7.0 M)  

 Back of hall height: 7' ( 2.1 M)  

 Depth:  76' (23.1 M)  

STAGE DIMENSIONS:  Downstage to backwall 37ô (11.2 m) 

 Wall to wall width 55ô5" (16.9 m) 

 Grid height   18ô3" ( 5.6 m) 

 From stage lip to curtain 6ô ( 1.8 m) 

 Stage frame Width: 47ô8" (14.5 m) 

  Height:  17ô5"  ( 5.3 m) 

 Wings Stage right:  6ô6" ( 2.0 m) 

  Stage left 3ô3" ( 1.0 m) 

mailto:info@sallejeangrimaldi.com


 4 

 STAGE ACCESS: Freight elevator available. Dimensions: width 

 8' (2.4m) depth: 10' (3.0 m) and height: 8' (2.4m). 

 

Located at door No. 5 at the front of the Cegep with direct 

access to the backstage. To unload equipment, trucks 

equipped with ramps or tailgates (1) will be necessary. 
 
(1) Any equipment that cannot fit into the freight elevator will need to be 

brought in through the escalators. Please advise the technician in 
charge. 

 

LODGES: 2 backstage lodges located within 15' (4.5 m) from  

 

the stage, giving access to both sides of stage. Lodge on 

left 

 

side has private bathroom and door. Both lodges can 

accommodate 

 

approximately 25 persons and are equipped with 

mirrors, 

 seating and AC outputs 

SOUND SYSTEM : 1 ALLEN & HEAT console, GL 3300, 32 inputs 

  Specifications: 

  - 32 bands 1/3 octave 

  - 4 channels 

  - direct access to each frequence 

  - low pass filter 

  - high pass filter 

  - delay system for each channel 

  - compressor/limiter on each channel 

  - 128 curb memories 

  - intergrated meterbridge  

 1 SPX-900 multi-effect 

 3      BEHRINGER ULTRA-CURVE PRO  

  DSP 8024 EQUALIZER 

  Specifications: 

  - EQ/digital stereo analyzer 

  with ultra fast 24-bit DSP 

  - 31 stereo bands 

  - 2 channels 

  - Digital limiter 

  - Noise gate on each channel 

  - CRYSTAL 24-bit converter 

 1 TASCAM cassette player/recorder 

 2 TASCAM CD player  

 1 SENNHEISER MD-421 microphone 

 6 SHURE SM-58 microphones  
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 2 SHURE SM-57 microphones  

 2 AKG-460 condenser microphones  

 1 Podium condenser microphone  

 1 SHURE BETA-91 microphone  

 2 AKG-C391 microphones  

 2 Tabletop Mic stand 

 5 Boom Mic Stands 

 5 Atlas Mic Stands 

 25 XLR 3 wires (25ô and 50ô) 

 1 SHURE UC wireless mic combo with headset 

  and handheld (124C/58 WH20TQS) 

AMPLIFICATION :   2.5 kilowatts in FOH output 

 4 

Delay cabinets and amplification for back of 

hall 

  Specifications: 

  - (4) CPL-27 cabinets  

  - PLX 1602 amplifiers  

  - SYMTRIX 402 delay unit  

  - Ceiling mounted suspension 

 4 JBL, 4892 front speakers  

 2 JBL, AS 1025 P sub woofers  

 1 DBX crossover 

 2 JBL, MPX 1200 amplifiers 

 1 JBL, MPX 600 amplifier  

 1 AM 2212 center cluster  

 1 JBL, MPX 300 amplifier  

 4 QSC model HPR 122 I active monitors  

 2 JBL, SR 4704 stage monitors  

 1 JBL, MPX 600 amplifier  

 4 25' (7.6 m) P4 cables   

COMMUNICATIONS :  1 Clearcom station  

 3  Belt packs and headsets 

LIGHTING:  1 ETC Express 48/96 lighting console  

 84 2.4 kilowatts Strand CD 80 dimmers 

  DMX  512 

 15 Strand 2206, 1.0 kilowatts vari-focals  

  lens mount F.O.H. 

 8 vari-focals Strand Cantata, 1.0 kilowatts 

  fixe in F.O.H. 

 4 ETC source 4 19 ° 

 4 ETC source 4 26 ° 

 4 ETC source 4 36 ° 

 6 Strand 30° 1.0 kilowatts leikos 

 6 Strand 40° 1.0 kilowatts leikos 

 12 Strand 6" (15.2 cm), fresnels 

 12 Barndoors 
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 24 1.0 kilowatts Par 64,  

 35 500 watts   fresnels, 

 

12 

 

14" (35.5 cm), 1.0 kilowatts scoops for 

cyclorama 

 20 TL3 20 amp Twofers 

 3 14ô boomstand 

 1 10ô Boom stand 

 

All lighting material is equipped with 20 amp TL3 plugs. 

 

POWER : 1 120-208 V., 3 Phases, 400 amp panel 

 1 120-208 V., 3 Phases, 200 amp panel 

 Both panels are equipped with camlock connectors 

 and are located within 50' (15.2 m) of the stage. 

PROJECTION :  1 

15' (4.5 m) high, 20' (6.0 m)-wide, motorized 

movie screen 

  Located 6ô from stage frame 

 1 Heiki 5000 Lumen projector (mounted in ceiling) 

 1 Blue-ray DVD player 

 1 SVHS. Video projector 

SMOKE MACHINE:  1 MDG ATMOSPHERE smoke machine 

   

CURTAINS :  1 Blue Handrail stage curtain 

 1 Black hand railed backdrop 

 2 Black pipes (fly system); (25' (7.6 m) wide and 

  18'3" (5.56 m) high )  

             2 Pairs of black side curtains; (10ô8" (2.7 m) wide 

  and 18'3" (5.56 m) high ) 

 1 PVC cyclorama; (48' (14.6 m) wide and 

  20' (6.1m) high) 

CONTROL BOOTH :  

- Located at back of hall approximately  80', (24.3m) 

from 

 stage  

 - Mobile windows 

 - Optional to install control booth in hall* 

  

 

* Be prepared to remove 8 seats when installing control booth in the hall 
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